Punching
Punching tools and sets

Thread grease

» Increases the service life
» Prevents "seizing"
» Screw and nut threads resistant to wear

*Samors s
TR e Suitable for

- Statically and dynamically high stressed thread connections

Item Part No.
Draw stud thread grease, 30 g 50115472
Slug Buster® punch set for all applications from ISO 16 - 40
Suitable for
= Mild steel (5t37), plastic and aluminium up to 3.5 mm
Operation
= Manual
Predrilling
= Draw stud 9.5 mm dia., pilot drill 9.7 mm dia. 50360183
draw stud 19.0 mm dia., pilot drill 20.5 mm dia. 50344030

Item Part No.

Slug Buster® punch set ISO 16 to 40 50366920
Scope of supply Part No. Page
Slug Buster® punch set IS0 16/20/25/32/40 50356178SET 455
Draw studs for manual operation 9.5 x 40 mm 50000420 419
Draw studs for manual operation 19.0 x 55 mm 50040405 419
Ratchet 50349414

Kwik Stepper™ step bit 9.7 mm 50360183 458
Plastic case 50366858
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Slug Buster® punch set for all applications from PG 9 to PG 21 and 30.5 mm

Suitable for
= Mild steel (St37), plastic and aluminium up to 3.5 mm

Operation
= Manual

Predrilling

= Draw stud 9.5 mm dia., pilot drill 9.7 mm dia. 50360183
draw stud 19.0 mm dia., pilot drill 20.5 mm dia. 50344030

ltem Part No.
Slug Buster® punch set PG 9 to PG 21 and 30.5 mm 50366904
Scope of supply Part No. Page
Slug Buster® punch set PG 9 - 21, 30.5 mm 50323989SET 446
Draw studs for manual operation 9.5 x 40 mm 50000420 419
Ratchet 50349414
Kwik Stepper™ step bit 9.7 mm 50360183 458
Plastic case 50366858
Slug Buster® punch set for ISO 16 - 63

Suitable for

= Mild steel (St37), plastic and aluminium up to 3.5 mm

Operation

= Manual

Predrilling

= Draw stud 9.5 mm dia., pilot drill 9.7 mm dia. 50360183
draw stud 19.0 mm dia., pilot drill 20.5 mm dia. 50344030

[tem Part No.

Slug Buster® punch set ISO 16 to 63 50366939
Scope of supply Part No. Page
Slug Buster® punch set ISO 16 - 63 50068920SET 445
Draw studs for manual operation 9.5 x 40 mm 50000420 419
Draw studs for manual operation 19.0 mm x 75 mm 50040421

Ratchet 50349414

Kwik Stepper™ step bit 9.7 mm 50360183 458
Plastic case 50366858
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Punching
Punching tools and sets

Slug Buster® punch set for all applications from PG 9 - 48 and 30.5 mm

Speed Punch™ Set ISO 16 - 40

Suitable for
= Mild steel (St37), plastic and aluminium up to 3.5 mm

Operation
= Manual

Predrilling

= Draw stud 9.5 mm dia., pilot drill 9.7 mm dia. 50360183
draw stud 19.0 mm dia., pilot drill 20.5 mm dia. 50344030

ltem Part No.

Slug Buster® punch set PG 9 to PG 48 and 30.5 mm 50366912
Scope of supply Part No. Page
Draw studs for manual operation 9.5 x 40 mm 50000420 419
Draw studs for manual operation 19.0 x 55 mm 50040405 419
Ratchet 50349414

Slug Buster® punch set PG 9 - 48, 30.5 mm 50328034SET 446
Plastic case 50366858
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» Up to 3-times faster than conventional punching tools

» Easy and quick handling as the screwing and unscrewing of the counter nut
is not required

» Compatible with all Greenlee hand-operated and battery powered hydraulic
tools

» No greasing of the draw stud required

Suitable for

= Mild steel (St37), plastic and aluminium up to 3.5 mm
= LS50Flex and Quick Draw

Operation
= Hydraulic

Predrilling

= Draw stud 9.5 mm dia., pilot drill 9.7 mm dia. 50360183
draw stud 19.0 mm dia., pilot drill 20.5 mm dia. 50344030

Scope of supply
= Complete system including draw stud, cramp, punch and die incl. plastic case

ltem Part No.

Speed Punch™ punch set ISO 16/20/25/32/40 52055439SET
Scope of supply Part No. Page
Punch and die ISO 16 (16.2 mm) 52055431 418
Punch and die ISO 20 (20.4 mm) 52055432 418
Punch and die IS0 25 (25.4 mm) 52055434 418
Punch and die IS0 32 (32.5 mm) 52055435 418
Punch and die ISO 40 (40.5 mm) 52055436 418
Speed Lock and draw stud 9.5 mm for ISO 16/20/25 and PG 16 52055439 418
Speed Lock and draw stud 19.0 mm for ISO 32/40/50/63 52055440 418
Plastic case KKSPIS016B63
Accessories Part No. Page
Plastic case KKSPIS016B63




